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AT45DB641E-SHN, AT45DB641E-MWHN 
 and  

AT45DB642D-CNU  
PCB Layout Comparison 

 
 

Adesto Field Application 
http://www.adestotech.com/ 

 

http://www.adestotech.com/
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AT45DB642D-CNU to 
AT45DB641E-MWHN and AT45DB641E-SHN   

 
AT45DB641E 

-MWHN 
 

AT45DB641E 
-SHN 

 

1.02 - 1.12mm 

7.9 – 
8.1mm 

7.7 – 
8.26mm 

0.51-0.85mm 

0.77-1.12mm 

 
AT45DB642D 

-CNU 
 
 

 
AT45DB642D-

CNU 
 
 

This thermal pad  
• can be smaller 
• can be removed 
• can be floated 
• Can be Grounded 

AT45DB641E-MWHN  
AT45DB641E-SHN 

AT45DB642D-CNU  

No Layout Change  

>1.6mm 

0.45 – 0.55mm 

1.5 – 
1.6mm 



http://www.adestotech.com/products/serial-flash/dataflash 
 

DataFlash® Datasheet: 

http://www.adestotech.com/sample-ordering-information 
 

DataFlash® Sample Request: 

   DataFlash- Samples and Datasheets 
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